










VICINITY MAP

General Notes:
r A minimum of forty eight (48) hours prior to any excavation or grading, Contractor shall contact the State

One-Call system at 811to locate all underground utilities.  The Contractor shall notify the Engineer of Record
immediately in the event that underground utilities are not shown on plan and / or conflict with proposed civil
works.

r The Engineer of record shall not be held responsible for survey inaccuracies, survey omissions, or for design errors
or omissions resulting from an inaccurate survey.

r Construction Contractor and his Subcontractors agree that in accordance with generally accepted construction
practices and OSHA safety standards, Construction Contractor and his Subcontractors will be required to assume
sole and complete responsibility for job site conditions during the course of construction of the project, including
safety of all persons and property; that this requirement shall be made to apply continuously and not limited to
normal working hours, and construction Contractor and his Subcontractors further agree to defend, indemnify and
hold Design Professional harmless from any and all liability, real or alleged, in connection with the performance of
work on this project, except liability arising from the sole negligence of design professional.

r It is the responsibility of the Contractor to maintain all erosion and sediment control devices through all phases of
construction.  Erosion and sediment control devices may only be removed upon 80% stabilization of the site as
defined by the State's Department of Environmental Quality's General Permit for Construction.

r The Contractor is to be solely responsible for any damage to neighboring properties during construction of this
project.

r This project was designed in accordance with currently accepted industry design standards.  The Engineer of
Record does not warrant any work completed on site unless direct inspection by the Engineer of Record & proper
testing by a state certified qualified inspection lab occurs during all phases of construction.

r The Contractor shall review the construction documents prior to any construction, and notify the Engineer of
Record immediately upon discovery of any discrepancies that may occur on the drawings.  All work shall
discontinue until such time that the Engineer of Record has resolved said discrepancy.

r The Contractor shall be responsible for disposal of construction waste materials including but not limited to
demolition materials, debris, contaminated soils / materials, etc. in a lawful manner, at state and federally accepted
disposal sites.

r The Contractor is responsible for obtaining and constructing in accordance with the stricter of: these construction
documents and any associated details & specifications; and all municipalities / governing agencies' standards and
specifications for construction.

r This drawing set and associated site, grading, utility, etc. plans are representations of the construction design and
shall not be scaled to determine dimensions.

r Easement plat shall be provided prior to issuance of Certificate of Occupancy.
r Work within AHTD right-of-way shall be in accordance with the Arkansas State Highway and Transportation

Department Standard Specifications for Highway Construction, latest edition, Standard Roadway drawings, latest
revision, and any design standards and permit requirements supplied by the Department.

r A state contractor's license is required for projects exceeding $20,000.
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RCP Reinforced Concrete Pipe TC Top of Back of Curb (Spot Elevation)

CMP Corrugated Metal Pipe G Gutter / Bottom of Sidewalk (Spot Elevation)

HDPE High Density Polyethylene Pipe TW Top of Wall (Spot Elevation)

SLMP Smooth Line Metal Pipe BW Bottom of Wall at Grade (Spot Elevation)

PVC Polyvinyl Chloride Pipe HP High Point (Spot Elevation)

DI Ductile Iron Pipe LP Low Point (Spot Elevation)

J-Box Junction Box TB Top of Box (Spot Elevation)

FES Flared End Section BC Back of Curb

RW Retaining Wall FC Face of Curb

HW Head Wall FH Fire Hydrant Assembly

WW Wing Wall GV Gate Valve

AE Access Easement MJ Mechanical Joint

DE Drainage Easement N North

TCE Temporary Construction Easement E East

UE Utility Easement W West

BS Building Setback S South
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BLE W & A SSOCIATES , PA
CIVIL ENGINEERS & LAND SURVEYORS

3825 NORTH SHILOH DRIVE
FAYETTEVILLE, ARKANSAS 72703

OFFICE: 479.443.4506
FAX: 479.582.1883

www.BLEWINC.com
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Certificate of Authorization № 1534

No. 1534
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2019-11-15

Iglesia Renacer en Cristo Expansion

2609 NE Hudson Road
Rogers, AR
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CIVIL PLANS

C1 Cover Sheet 11/15/2019

C2 Site & Utility Plan 11/15/2019

C2-1 Landscape Plan 11/15/2019

C2-2 Water Line Plan & Profile 11/15/2019

C3 Demolition & Erosion Control Plan, Ph. I 11/15/2019

C3-1 Erosion Control Plan, Ph. II 11/15/2019

C3-2 Erosion Control Details 11/15/2019

C4 Grading & Drainage Plan 11/15/2019

C5 Details 11/15/2019

C5-1 City of Rogers & ARDOT Details 11/15/2019

ROGERS WATER UTILITIES DETAILS

WD-1 - WD-2 RWU Water Details 01/2008

SURVEY

1 Survey (by Alan Reid & Associates) 10/25/2019

OWNER:
Juan Yepez
2609 NE Hudson Road
Rogers, AR 72756
(479) 502-4972
imoran.ozarch@gmail.com

ENGINEER:
Blew and Associates, PA
3825 North Shiloh Drive
Fayetteville, AR 72703
Phone: (479) 443-4506
Fax: (479) 582-1883
Email: engineers@blewinc.com

LAND SURVEYOR:
Alan Reid & Associates
118 S. College Ave.
Fayetteville, AR 72701
Phone: (479) 444-8784
Email: arasurveying@sbcglobal.net

CITY OF ROGERS:
Community Development
301 W. Chestnut
Rogers, Arkansas 72756
Phone: (479) 621-1186
Fax: (479) 631-0091

WATER & SEWER:
Rogers Water Utilities
601 S. 2nd Street
Rogers, AR 72756
Phone: (479) 621-1142
Fax: (479) 621-1146

FIRE DEPARTMENT:
201 N. 1st Street
Rogers, AR 72756
Phone: (479) 621-1179

CABLE TV:
Cox Communications
4901 South 48th Street
Springdale, AR  72762
Phone: (479) 717-3765
Fax: (479) 872-0174

ELECTRIC:
Southwestern Electric Power (AEP)
Engineering Department
415 W. Stribling Drive
Rogers, AR 72756
Phone: (479) 721-8573

GAS:
Black Hills Energy
219 N. 3rd Street
Rogers, AR  72756
Phone: (479) 636-1759
Fax: (479) 636-3467

TELEPHONE:
AT & T
1133 E. Harold Street
Fayetteville, AR  72703
Phone: (479) 442-3173
Fax: (479) 442-3117

ARKANSAS STATE PLUMBING
INSPECTION
PHONE: (501) 661-2000

U.S. ARMY CORPS OF ENGINEERS:
Little Rock District
CESWL-RO
P.O. Box 867
Little Rock, AR 72203-0867
Phone:  (501) 324-5295
Fax:  (501) 324-6013

A PART OF THE FRACTIONAL SOUTHWEST QUARTER (FRL.SW1/4) OF THE SOUTHWEST QUARTER (SW1/4)
OF SECTION THIRTY-ONE (31), TOWNSHIP TWENTY (20) NORTH, RANGE TWENTY-NINE (29) WEST OF THE
FIFTH PRINCIPAL, BENTON COUNTY, ARKANSAS, BEING MORE PARTICULARLY DESCRIBED AS FOLLOWS:
COMMENCING AT THE NORTHEAST CORNER OF SAID FRACTIONAL 40 ACRE TRACT; THENCE N87°23'46"W
57.93 FEET TO A POINT ON THE FORMER EAST RIGHT-OF-WAY LINE OF U.S. HIGHWAY 62; THENCE
S36°07'04"W 486.01 FEET ALONG SAID RIGHT-OF-WAY TO A POINT; THENCE S71°02'25"E 10.89 FEET TO AN
EXISTING ARKANSAS HIGHWAY & TRANSPORTATION DEPARTMENT ALUMINUM MONUMENT FOR THE
TRUE POINT OF BEGINNING, SAID POINT BEING ON THE PRESENT EAST RIGHT-OF-WAY LINE OF SAID
HIGHWAY 62; THENCE LEAVING SAID RIGHT-OF-WAY LINE, S70°47'11"E 257.43 FEET TO AN EXISTING
IRON REBAR ON THE WEST RIGHT-OF-WAY LINE OF THE ARKANSAS & MISSOURI RAILROAD; THENCE
S19°22'49"W 69.97 FEET ALONG SAID RAILROAD RIGHT-OF-WAY LINE TO AN EXISTING IRON REBAR;
THENCE LEAVING SAID RAILROAD RIGHT-OF-WAY LINE, N87°47'06"W 321.21 FEET TO THE PRESENT EAST
RIGHT-OF-WAY LINE OF SAID HIGHWAY 62; THENCE N36°E09'52"E 171.32 FEET ALONG SAID
RIGHT-OF-WAY LINE TO THE POINT OF BEGINNING, CONTAINING 0.73 ACRES, MORE OR LESS. THE
ABOVE DESCRIBED 0.73 ACRE TRACT BEING SUBJECT TO ANY EASEMENTS AND/OR RIGHTS-OF-WAY
WHETHER OR NOT OF RECORD.
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Flood Statement:
BY GRAPHIC PLOTTING ONLY, THIS PROPERTY IS LOCATED IN
ZONE "X" (UNSHADED) OF THE FLOOD INSURANCE RATE MAP,
COMMUNITY PANEL NO. 05007C0280K, WHICH BEARS AN
EFFECTIVE DATE OF 6/5/2012.  ZONE "X" (UNSHADED) AREAS
HAVE BEEN DETERMINED TO BE OUTSIDE OF THE 1% AND 0.2%
ANNUAL CHANCE FLOODPLAIN.

Zoning & Overlay Information:

City Stamp:

PROPERTY INFORMATION

Total Site Area: 31,830.3 sf 0.73 acres

Zoning: C-2, Highway Commercial

Building Usage: Religious Assembly

ZONING REGULATIONS

Front Setback (Overlay): 75 ft

Side Setback: 15 ft

Rear Setback: 15 ft

Building Height (150 ft max): 15 ft

Building Coverage (60% max): 13%

Open Space (20% min): 49%

OVERLAY DISTRICT REGULATIONS

Front Landscape Buffer: 25 ft

Side Landscape Buffer: 15 ft

Rear Landscape Buffer: 15 ft

SITE INFORMATION

Total Paved Area: 11,604 sf 0.27 acres

Total Sidewalk Area: 555 sf 0.01 acres

Total Building Area: 4,131 sf 0.09 acres

Total Impervious Area: 16,289 sf 51%

Total Pervious Area: 15,541 sf 49%
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PARCEL 02-00705-000

DUNCAN, LESTER A & EVA J

2237 S 26TH ST
ROGERS AR 72758-6131

ZONING:  C-2

PARCEL 02-00712-000
JAS INVESTMENTS INC
800 MORNINGSIDE DR
ROGERS AR 72756-9365
ZONING:  C-2
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FIRELANE

15' BS

75
' B

S

Expansion
2234.99 sf

Existing Church
1520.23 sf
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19'

24'

19'

19
'

24
'

SN-06

SN-16

10
'

5'

S88°52'14"W
125.14'

N80°22'32"W 104.40'

SN-04

SN-04

81.47' 46
.1' SS

Relocated 1000
gal. Holding Tank

PARKING

PERMIT REQUIRED

TOWING ENFORCED

RESERVED

4.96' PL to BC
5.5' PL
to BC

Ex. Wooden Fence

Existing
375.71 sf

20
.3

5'

18.46'

7.
6

1'

12.25'

18.81'

All Mechanical/HVAC
Equipment to be Screened
From Public View

Sewer
Cleanout

Ex. 12" Water Main

Ex. 12" FH Assembly

2 - Bicycle Racks

SN-04

Height: 15'

19
9.

82
'

5'

4.87' Sidewalk
to PL

6' Greenspace

50.28' ROW to ℄

49.91' ROW to ℄

13.46' BS per
Variance #17-46

10.75' BS
per Variance

#17-46

7.5' Prop. UE/DE

Reduced Building
Setbacks Approved by
Variance #17-46.

12.14' BS per
Variance #17-46

10.02' BS per
Variance #17-46

7.5' Prop.
UE/DE

50.23'

30
.17

'
7.5' Prop. UE

7.5' UE

15' Prop.
UE

102 lf Class 350
Ductile 8" Iron
Water Line (Public)

Jack & Bore w/ 61 lf
16"Ø Steel Encasement

Per RWU Details

Handrail

SN-10

10' Sidepath

11.53' BS per
Variance #17-46

11.61' BS per
Variance #17-46

14.94' BS per
Variance #17-46

SN-06
8'

Clouded Area Indicates
Existing Septic Area per
Septic Permit Dated
10/12/2007, Receipt
#192351.  Do Not Disturb.

Clouded Area Indicates
Alternate Septic Area per
Septic Permit Dated
10/12/2007, Receipt
#192351.  Do Not Disturb.

SN-07

SN-07

Adjacent Driveway

Street light to be provided
by SWEPCO.  Coordinate w/

SWEPCO for installation.

6' PL to EOP

5.5' PL to BC

**Trash service shall be
curbside pickup.**

Replace modified curb with
full height curb and gutter
per ARDOT Standard
Drawing CG-1.

SN-05

FIRELANE

FIRELANE

FIRELANE

FIRELANE

FIRELANE

R44'

SN-05

24
'

SN-05

8'

8'

8'

SN-04

21
.6

5'

2.81'

9'
9'

R15' 19'

8"x6" Reducer

47
.7'
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R20' R20'
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R20'
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8" W

8" W

8" W

FH Assembly

12"x8" Tapping
Sleeve & Valve

Ex. 15' UE
Bk 2002, Pg 108568

Prop. 15' UE

R20
'

Driveway per ARDOT
Standard Drawing DR-1.

6' PL
to EOP

Ex. Water Meter.
Contractor Shall Verify Size
and Location of Service Line.

R5
'

R5'

Site Information:

SHEET NUMBER:

JOB NUMBER:

DRAWING NAME:

DRAWN BY:

SUBMITTAL DATE:

19-3097 Civil 004.dwg

SEAL:

FIRM:

VICINITY MAP
N.T.S.

SCALE:

BLE W & A SSOCIATES , PA
CIVIL ENGINEERS & LAND SURVEYORS

3825 NORTH SHILOH DRIVE
FAYETTEVILLE, ARKANSAS 72703

OFFICE: 479.443.4506
FAX: 479.582.1883

www.BLEWINC.com

Certificate of Authorization № 1534
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2019-11-15 As Noted

Note:
* Only symbols that appear on this sheet are shown in this legend.
* See Survey For Existing Features Legend.
* See Cover Sheet For Abbreviation List.

X

X"W

X"SS

GAS
OHE
UGE

C-TV
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S

℄

Proposed Features:
    Feature                                  Description

MW

MW

Property Line
Onsite Property Line
Offsite Property Line
Right-of-way Line
Easement Line
Street / Drive Centerline

Curb And Gutter
     (See Site Plan For Size)
Thickened Edge Of Pavement
Edge Of Gravel
Asphalt Pavement    (See Detail
     Sheet For Pavement Sections)
Concrete Pavement  (See Detail
     Sheet For Pavement Sections)
Concrete Sidewalk   (See Site Plan
     For Dimensions)

General Fence Line
     (See Plan For Type)
Chain Link Fence Line
Board Fence Line

Storm Pipe   (See Grading Plan
     For Type And Size)
Retaining Wall

See Utility Plan For Line Sizes
Water Line
Tee, Cross, Bends, Gate Vale
  & Reducer
Fire Hydrant & Assembly
Single Water Meter
Double Water Meter
Sanitary Sewer Force Main
Sanitary Sewer Line
Sanitary Sewer Service
Sanitary Sewer Manhole
Gas Line
Overhead Electric Line
Underground Electric Line
Cable Television Line
Fiber Optic Line
Overhead Telephone Line
Underground Telephone Line
Utility Pole
Light Pole

Storm Catch Basin(s)AREA

GRATED
CURB INLET

GRATED
INLET

JUNCTION
BOX

AREA
INLET

CURB
INLET

OUTFALL
STRUCTURE
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PROPERTY INFORMATION

Gross Site Area: 31,830.3 sf 0.73 acres

Proposed Dedicated R.O.W: 0.0 sf 0.00 acres

Net Site Area: 31,830.3 sf 0.73 acres

Zoning: C-2, Highway Commercial

Building Usage: Religious Assembly

ZONING REGULATIONS

Front Setback (Overlay): 75 ft

Side Setback: 15 ft

Rear Setback: 15 ft

Building Height (150 ft max): 15 ft

Building Coverage (60% max): 13%

Open Space (20% min): 49%

SITE INFORMATION

Total Paved Area: 11,604 sf 0.27 acres

r Existing: 9,681 sf 0.22 acres

r Existing Removed: 3,167 sf 0.07 acres

r Proposed: 5,090 sf 0.12 acres

Total Sidewalk Area: 555 sf 0.01 acres

Total Building Area: 4,131 sf 0.09 acres

r Existing: 1,986 sf 0.05 acres

r Existing Removed: 90 sf 0.00 acres

r Proposed: 2,235 sf 0.05 acres

Total Impervious Area: 16,289 sf 51%

Total Pervious Area: 15,541 sf 49%

PARKING REGULATIONS

Max. Occupancy: 93

Required Spaces Ratio: 1 per 4 seats

Required Spaces (Total): 23

Provided Spaces (Total): 24

Required Accessible Spaces: 1

Provided Accessible Spaces: 2

Required Bicycle Racks(1 rack / 20 parking spaces): 1

Provided Bicycle Racks: 2
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Sign Legend
 Symbol  Code     Description                              Size                    Post Type

- Handicap Sign 12 x 18 U-Channel
PERMIT REQUIRED

TOWING ENFORCED

RESERVED

PARKING

r Dimensions are measured from the Face of Curb, the Edge of Pavement,
the Edge of Sidewalk the Face/Corner of the Building(s) or the
Center/End of Stripe.

r All radii shall be 4 foot at Face of Curb unless otherwise specified.
r Layout of Site Plan is based on and limited to survey information.
r All Curb & Gutter shall be 24" wide per detail sheet.
r All Pavement Marking shall be applied in accordance with the

requirements outlined in the most current edition of the "Manual on
Uniform Traffic Control Devices" (MUTCD).

r All Signs, Traffic Control Devices, etc. shall follow the guidelines of the
MUTCD.

r The Contractor shall refer to the Architectural drawings for Building
Floor plans and Dimensions, Wall Sections, Door Openings, Building
Utility Entrance Points, etc.  The Contractor shall immediately notify
the Architect and Engineer in the event that the Civil Site Plans
Building Layout does not match the Architectural drawings.

r All handicap spaces shall be striped / marked in accordance with the
handicap striping detail.

r All pavement indicated shall be standard duty bituminous pavement
unless otherwise noted on plan.  The pavement shall be constructed in
accordance with the pavement section detail.

r It is the Contractor's responsibility to calculate construction staking
coordinates according to the dimensions  shown on these plans.  The
Contractor shall verify the accuracy of the coordinates shown on the
plans and notify the Engineer of any irregularities before construction
starts.

r All ramps shall have detectable truncated dome panels per A.D.A. and
city standards and the detail sheet

r IFC 2012 3310.1 - Approved vehicle access for fire fighting shall be
provided to all construction or demolition sites.  Vehicle access shall be
provided to within 100 feet (30,480 mm) of temporary or permanent
fire department connections.  Vehicle access shall be provided by either
temporary or permanent roads, capable of supporting vehicle loading
under all weather conditions.  Vehicle access shall be maintained until
permanent fire apparatus access roads are available.

Site General Notes:

Know what's below.
Call before you dig.
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GRAPHIC SCALE
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r THE CONTRACTOR SHALL CONTACT "ARKANSAS ONE-CALL" AND/OR
THE APPROPRIATE UTILITY COMPANY A MINIMUM OF 48 HOURS
PRIOR TO EXCAVATION.  THE CONTRACTOR IS RESPONSIBLE FOR ANY
DAMAGE TO ANY EXISTING UTILITY LINES AND SHALL COORDINATE
WITH THE APPROPRIATE UTILITY COMPANY FOR REPAIR OF THE
UTILITY.

r A PRE-CONSTRUCTION MEETING SHALL BE HELD PRIOR TO UTILITY
CONSTRUCTION.  THE CONTRACTOR SHALL SCHEDULE THE
PRE-CONSTRUCTION MEETING WITH THE APPROPRIATE UTILITY AS
REQUIRED AND WITH THE ENGINEER OF RECORD FOR THE PROJECT.

r WATER AND SEWER LINES SHALL BE CONSTRUCTED IN
ACCORDANCE WITH ROGERS WATER UTILITIES (RWU) STANDARD
SPECIFICATIONS – LATEST EDITION.

r WATER AND STORM LINES SHALL HAVE A MINIMUM OF EIGHTEEN
(18) INCHES VERTICAL SEPARATION AND TEN (10) FOOT HORIZONTAL
SEPARATION FROM SANITARY SEWER LINES.  ENCASEMENTS MAY
BE REQUIRED AS NOTED ON PLAN AND PROFILES.

r ALL PLUGS, CAPS, TEES, AND BENDS SHALL BE PROVIDED WITH
REACTION BACKING / THRUST BLOCKING OR SHALL BE RESTRAINED
JOINT PIPE.  THE FITTING MUST BE BRACED AGAINST UNEXCAVATED
EARTH AT THE END THE TRENCH WITH 3000 psi PC CONCRETE.
RETAINER GLANDS MAY BE REQUIRED, AS DETERMINED BY RWU.

r CONTRACTOR SHALL REFER TO ARCHITECTURAL OR PLUMBING
DRAWINGS FOR UTILITY CONNECTION LOCATIONS FOR THE BUILDING.

r DIMENSIONS ARE TO THE FACE / CORNER OF THE BUILDING, FACE
OF CURB, AND CENTERLINE OF PIPE AND FITTING.

r CONTRACTOR SHALL COORDINATE DISRUPTION OF UTILITY
SERVICE(S) WITH ALL AFFECTED PROPERTY OWNERS.

r THE EXISTENCE AND LOCATION OF ANY UNDERGROUND UTILITY
PIPES OR STRUCTURES SHOWN ON THE DRAWINGS ARE OBTAINED
BY A SEARCH OF THE AVAILABLE RECORDS.  TO THE BEST OR OUR
KNOWLEDGE THERE ARE NO EXISTING UTILITIES EXCEPT AS SHOWN
ON THESE DRAWINGS AND WE ASSUME NO RESPONSIBLITY AS TO
THE ACCURACY OF THEIR DEPICTED LOCATION(S) ON THESE
DRAWINGS.  THE CONTRACTOR IS REQUIRED TO TAKE DUE
PRECAUTIONARY MEASURES TO PROTECT THE UTILITY LINES SHOWN,
AND ALL OTHER LINES NOT OF RECORD OR NOT SHON ON THESE
DRAWINGS BY VERIFICATION OF THEIR LOCATION IN THE FIELD PRIOR
TO THE INITIATION OF THE ACTUAL PORTION OF THEIR WORK.

r CONTRACTOR SHALL OBTAIN AUTHROIZATION FROM (RWU) PRIOR TO
CONNECTION TO ANY EXISTING WATER LINE, SEWER LINE, OR SEWER
MANHOLE.

r PROPOSED UTILITIES THAT ARE TO BURIED WITHIN THE SAME
TRENCH SHALL BE COORDINATED WITH AND APPROVED BY THE
APPROPRIATE UTILITY COMPANIES.

r PROPOSED UTILITES SHALL BE CONSTRUCTED IN ACCORDANCE WITH
THE STANDARDS / SPECIFICATIONS OF THE GOVERNING AGENCY.

r CONTRACTOR SHALL COORDINATE WITH THE APPROPRIATE UTILITY
COMPANY FOR ADJUSTMENT OF UTILITY LINES AFFECTED BY CUT
AND FILL.

r CONTRACTOR SHALL COORDINATE WITH THE APPROPRIATE UTILITY
COMPANY FOR ROUTING OF GAS, TELEPHONE, CABLE, AND
ELECTRICITY AS REQUIRED.

r CONTRACTOR SHALL MAINTAIN A MIN. OF 5 FOOT SEPARATION FROM
WATER/SEWER AND STORM SEWER, GAS, ELECTRIC, STREET LIGHTS
AND TELEPHONE IS REQUIRED.

General Utility Notes:

GENERAL:
r The contractor shall contact "One-Call" and / or the appropriate utility

company a minimum of 48 hours prior to excavation in areas of existing
utilities.  The contractor is responsible for any damage to underground
utility lines and shall make every effort necessary to coordinate with
the appropriate utility company for repair of the utility.

r A minimum of 48 hours prior to start of construction  / installation of
any utilities, the contractor shall be responsible for contacting the local
municipality / governing agency or utility to schedule a pre-construction
meeting as required by said municipality / agency / utility.  No work shall
occur on the site prior to the pre-construction meeting.  contractor
shall also be responsible for obtaining any necessary state / local
permits for construction.

r Water and Storm lines shall have a minimum of 18" vertical separation
and 10'-0" of horizontal separation from the sanitary sewer lines.

r All water and sewer force main fitting shall be restrained through the
use of thrust blocking per the detail sheets or approved equivalent
anchors.

r Contractor shall refer to architectural or plumbing drawings for utility
connection locations for the building.

r Dimensions are to the face / corner of the building, back of curb, and
centerline of pipe and fitting.

r Contractor shall coordinate disruption of utility service with all
surrounding / adjacent property owners.

r Existing utilities shown on plans have been shown in their approximate
locations per available information.

r Contractor shall obtain authorization of the local municipalities prior to
connection to any existing water lines, sewer lines, or sewer manholes.
Contractor shall avoid spillage of any raw materials from the sewer
system.  In the event that a spill occurs, the contractor shall provide
all equipment necessary to repair the sewer line, and remove all spilt
sewage including contaminated soils per the requirements of the local
municipality.

r Proposed utilities that are to be buried within the same trench shall be
coordinated with and approved by the appropriate utility company.

r Contractor shall field verify depth and location of existing utilities prior
to construction of proposed utilities.

r Fire hydrants shall be installed in accordance with the standards /
specification of the local water utility company and local municipality.

r Proposed utilities shall be constructed in accordance with the
standards / specifications of the governing agency.

r Contractor shall coordinate with appropriate utility company as listed
on the cover sheet for adjustment of utility lines affected by cut and
fill.

r Utility lines less than 12 kv shall be relocated underground as required
by the local municipality.

r Contractor shall coordinate with appropriate utility companies for
routing of gas, telephone, cable, and electricity.

Utility Notes:

Flood Statement:
BY GRAPHIC PLOTTING ONLY, THIS PROPERTY IS IN ZONE "X"
(UNSHADED) OF THE FLOOD INSURANCE RATE MAP,
COMMUNITY PANEL NO. 05007C0280K, WHICH BEARS AN
EFFECTIVE DATE OF 6/5/2012.  ZONE X (UNSHADED) AREAS
DETERMINED TO BE OUTSIDE THE 1% AND 0.2% ANNUAL
CHANCE FLOODPLAIN.

4" Painted Yellow Striping

Taper Curb from 6" to 0" in 2'-0"

4" Wide Painted Stripes, 2'-0" o.c. @ 45°

Fire Lane Striping

Close Existing Drive per Local Codes

Accessible Ramp in Sidewalk

Edge of Pavement

End of Curb
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Landscape Legend
Symbol  Qty      Botanical             Common         Size  Comments

OVERLAY DISTRICT TREES:

6 Pinus strobus White Pine 3" Cal Evergreen - 8' Min. Height

1

Cercis canadensis Eastern Redbud 3" Cal
Deciduous - Ornamental - 6'

Min. Height
Koelreuteria
paniculata  Golden Rain Tree 3" Cal

Deciduous - Ornamental - 6'
Min. Height

Prunus serotina Wild Black Cherry 3" Cal
Deciduous - Ornamental - 6'

Min. Height

INTERIOR:

3 Pinus strobus White Pine 3" Cal Evergreen - 8' Min. Height

1

Cercis canadensis Eastern Redbud 3" Cal
Deciduous - Ornamental - 6'

Min. Height

Koelreuteria
paniculata  Golden Rain Tree 3" Cal

Deciduous - Ornamental - 6'
Min. Height

Prunus serotina Wild Black Cherry 3" Cal
Deciduous - Ornamental - 6'

Min. Height

12

Berberis mentorensis Mentor Barberry 5 Gal

12" in Height
Forsythia intermedia Dwarf Forsythia 5 Gal

Pinus mugo mushus Dwarf Mugo Pine 5 Gal

Spirea prunifolia Bridal Wreath Spirea 5 Gal

PARKING LOT:

2 Pinus strobus White Pine 3" Cal Evergreen - 8' Min. Height

GRASS:

Seeded / Sodded Grass Area 8,000 s.f.

SHEET NUMBER:

JOB NUMBER:

DRAWING NAME:

DRAWN BY:

SUBMITTAL DATE:

19-3097 Civil 004.dwg

SEAL:

FIRM:

VICINITY MAP
N.T.S.

SCALE:

BLE W & A SSOCIATES , PA
CIVIL ENGINEERS & LAND SURVEYORS

3825 NORTH SHILOH DRIVE
FAYETTEVILLE, ARKANSAS 72703

OFFICE: 479.443.4506
FAX: 479.582.1883

www.BLEWINC.com

Certificate of Authorization № 1534

L
an

d
sc

ap
in

g 
P

la
n

C
it

yV
ie

w
 P

ro
je

ct
 #

P
L

2
0
1
9
0
0
4
0
9

C2-1

J. Rennick 19-3097

L
ar

ge
 S

ca
le

 D
ev

el
o

p
m

en
t 

fo
r:

n
:\

p
ro

je
ct

s\
1
9
-3

0
9
7
 j
u
an

 y
ep

ez
\

ci
v
il 

d
ra

w
in

gs
\

1
9
-3

0
9
7
 c

iv
il 

0
0
4
.d

w
g
 -

 P
lo

tt
ed

 o
n

 1
1
/

1
8
/

2
0
1
9
 7

:4
1
:5

9
 A

M
 @

 a
 s

ca
le

 o
f 

1
:1

 t
o

 a
u
to

ca
d

 p
d

f 
(s

m
al

le
st

 f
ile

).
p

c3
 b

y 
R

en
n

ic
k
, 
Ja

co
b

Ig
le

si
a 

R
en

ac
er

 e
n

 C
ri

st
o

 E
xp

an
si

o
n

2
6
0
9
 N

E
 H

u
d
so

n
 R

o
ad

Ju
an

 Y
ep

ez
2
6
0
9
 N

E
 H

u
d
so

n
 R

o
ad

R
o

ge
rs

, 
A

R
 7

2
7
5
6

(4
7
9
) 

5
0
2
-4

9
7
2

2019-11-15 As Noted

R
E

V
IS

IO
N

S
:

P
R

E
-B

ID
P

O
S
T

-B
ID

D
E

S
C

R
IP

T
IO

N
D

A
T

E
:

№
:

- -
-

- -
-

- -
-

- -
-

- -
-

- -
-

- -
-

SITE

62

NE
 H

ud
so

n R
oa

d

94

N.
 2

nd
 S

t

Stave Mill Road

N.
 A

rk
an

sa
s 

St

Note:
* Only Symbols That Appear On This Sheet Are Shown In This Legend.
* See Survey For Existing Features Legend.
* See Cover Sheet For Abbreviation List.

Property Line
Onsite Property Line
Offsite Property Line
Right-Of-Way Line
Easement Line
Zoning Limits
Street / Drive Centerline

Thickened Edge Of Pavement
Edge Of Gravel

General Fence Line
     (see Plan For Type)
Chain Link Fence Line
Board Fence Line

Storm Pipe   (See Grading Plan
     For Type And Size)
Retaining Wall

See Utility Plan For Line Sizes
Water Line
Tee, Cross, Bends, Gate Vale
  & Reducer
Fire Hydrant & Assembly
Water Meter - Single
Water Meter - Double
Sanitary Sewer Force Main
Sanitary Sewer Line
Sanitary Sewer Service
Sanitary Sewer Manhole
Gas Line
Overhead Electric Line
Underground Electric Line
Cable Television Line
Fiber Optic Line
Overhead Telephone Line
Underground Telephone Line
Utility Pole
Light Pole

X

X"W

X"SS

GAS
OHE
UGE

C-TV
FO
OHT
UGT

X"FM

S

℄

Proposed Features:
    Feature                                  Description

MW

MW

Curb And Gutter
(See Site Plan For Size)

Asphalt Pavement (See Detail
Sheet For Pavement Sections)

Concrete Pavement (See Detail
Sheet For Pavement Sections)

Concrete Sidewalk
(See Site Plan For Dimensions)

Storm Catch Basin(s)AREA

GRATED
CURB INLET

GRATED
INLET

JUNCTION
BOX

AREA
INLET

CURB
INLET

OUTFALL
STRUCTURE

Landscaping Information:
r DIMENSIONS ARE MEASURED FROM THE FACE OF CURB, THE

FACE/CORNER OF THE BUILDING(S) OR THE CENTER OF STRIPE.
r LANDSCAPE CONTRACTOR SHALL CONTACT ARKANSAS ONE CALL

FOR UTILITY  LOCATIONS PRIOR TO BEGINNING LANDSCAPE WORK.
r GRASS AREAS SHALL BE SODDED WITH ZOYSIA  GRASS OR A

SUITABLE SUBSTITUTE OR HYDROSEEDED PER MANUFACTURER'S
INSTRUCTIONS. WITH A MIXTURE OF 70% ZOYSIA AND 30%
BLUEGRASS AT A RATE OF 204LBS/1000 S.F.

r IF GRASSED AREA IS HYDROSEEDED, A MULCH EMULSIFIER SHALL
BE ADDED (NOT CONTAINING ASPHALT) AND APPLIED PER
MANUFACTURER'S INSTRUCTIONS.

r ALL LANDSCAPE BEDS ARE TO BE MULCHED WITH EITHER TANNED
HARDWOOD BARK OR REDWOOD MULCH, WITH A THICKNESS OF 3"
OVER ENTIRE BED.

r SOIL WITHIN LANDSCAPE BEDS IS TO BE AMENDED WITH EQUAL
PARTS OF PERLITE (OR EQUITABLE SUBSTITUTE), PEAT MOSS AND
CLEAN TOP SOIL.  ALL LANDSCAPE BEDS ARE TO HAVE SOD
REMOVED BEFORE INSTALLATION OF PLANT MATERIAL.

r IRRIGATION WATER METERS HAVE BEEN PROVIDED. DEVELOPER TO
CONTACT IRRIGATION CONTRACTOR TO DESIGN AND INSTALL
AUTOMATIC IRRIGATION SYSTEM.

r ALL PLANT MATERIALS SHALL MEET REQUIREMENTS ESTABLISHED
BY THE AMERICAN STANDARD OF NURSERY STOCK.

r ALL PLANT AND LANDSCAPE MATERIALS SHALL BE INSTALLED PER
CITY'S LANDSCAPE MANUAL.

r DEVELOPER SHALL PROVIDE A 3-YEAR GUARANTEE ON ALL
LANDSCAPING.

r ALL TREES SHALL BE BALLED AND BURLAPPED, AND LIMBED A
MINIMUM OF 6' ABOVE GRADE.

r 10% MINIMUM OF ALL TREES PLANTED SHALL BE EVERGREEN.
r 25% MAX OF ALL TREES PLANTED MAY BE ORNAMENTAL.

Landscape Notes:
PROPERTY INFORMATION

Gross Site Area: 31,830.3 sf 0.73 acres

Proposed Dedicated R.O.W: 0.0 sf 0.00 acres

Net Site Area: 31,830.3 sf 0.73 acres

OPEN SPACE REQUIREMENTS

Requirement: 20% min. open space

Total Paved Area: 11,880.8 sf 0.27 acres

Total Sidewalk Area: 1,151.3 sf 0.03 acres

Total Buildng Area: 1,151.3 sf 0.09 acres

Total Impervious Area: 17,163.0 sf 0.54 acres

Total Pervious Area: 14,667.3 sf 0.46 acres

INTERIOR REQUIREMENTS

Requirement: 1 Tree or Shrub per 2,000 sf

of Total Land Area

25% Min. Trees

Required: 16 Trees & Shrubs

Provided: 4 Trees & 12 Shrubs

PARKING LOT REQUIREMENTS

Number of Parking Spaces: 24 Parking spaces

Required: 1 Tree per 15 Parking Spaces

Provided: 2 Trees

Know what's below.
Call before you dig.

N

W E

S

(  IN FEET  )

GRAPHIC SCALE

20' 0 10' 20' 40' 80'

1 inch = 20 ft

Overlay District Requirements:
Frontage (NE Hudson Road): 147.32 ft

Required (1 Tree / 20 ft of Frontage): 7 Trees

Provided: 7 Trees

Front Landscape Buffer: 25' Buffer

Side Landscape Buffer: 10' Buffer

Rear Landscape Buffer: 10' Buffer

O

I

P

City Stamp:

NOT FOR

CONSTRUCTIO
N

FOR REVIE
W

ONLY!!!
NOT FOR

CONSTRUCTIO
N

FOR REVIE
W

ONLY!!!

AutoCAD SHX Text
1-STORY

AutoCAD SHX Text
METAL BUILDING

AutoCAD SHX Text
#2609

AutoCAD SHX Text
SHOP

AutoCAD SHX Text
WOOD FRAME

AutoCAD SHX Text
0.73%%p ACRES

AutoCAD SHX Text
TOTAL AREA

AutoCAD SHX Text
TREE CANOPY

AutoCAD SHX Text
TREE CANOPY

AutoCAD SHX Text
(100' MSP ROW)

AutoCAD SHX Text
NE HUDSON ROAD

AutoCAD SHX Text
(ASPHALT)

AutoCAD SHX Text
GM

AutoCAD SHX Text
GM

AutoCAD SHX Text
E

AutoCAD SHX Text
EM

AutoCAD SHX Text
EM








